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PROPOSED  RULE  MAKING 


FEDERAL  AVIATION  AGENCY 

(  14  CFR  Parts  46,  127  [N«w]  1 

[Bag.  Docket  Ko.  6082;  Nottoa  64-22] 

CERTIFICATION  AND  OPERATIONS  OF 
SCHEDULED  AIR  CARRIERS  WITH 
HELICOPTERS 

Notic«  of  Proposed  Rule  Making 

The  Federal  Aviation  Agency  is  con¬ 
sidering  a  proposal  to  recodify  present 
Part  46  of  the  Civil  Air  B^nilations  into 
Part  127  [New]  of  the  Federal  Aviation 
Regulations. 

Interested  persons  are  invited  to  par¬ 
ticipate  in  the  proposed  recodiflcation 
by  submitting  such  written  data,  views, 
or  arguments  as  they  may  desire.  Com- 
mimications  should  identify  the  regula¬ 
tory  docket  or  notice  number  and  be 
submitted  in  duplicate  to  the  Federal 
Aviation  Agency,  Office  of  the  General 
Counsel :  Attention  Rules  Docket,  800 
Indq;>enjdence  Avenue  SW.,  Washington, 
D.C.,  20553.  All  communications  re¬ 
ceive  on  or  before  Jime  30, 1964,  will  be 
considered  by  the  Administrator  before 
tAiring  action  on  Uie  proposed  recodifl¬ 
cation.  The  proposal  contained  in  this 
notice  may  be  changed  in  the  light  of 
ccMnments  received.  All  comments  sub¬ 
mitted  will  be  available,  both  before  and 
after  the  closing  date  for  comments,  in 
the  Rules  Docket  for  examination  by  in¬ 
terested  persons. 

This  proposal  is  a  part  of  the  program 
of  the  Federal  Aviation  Agmcy  to  re¬ 
codify  its  regulatory  material.  The  pro¬ 
posal  conforms  generally  to  the  “Outline 
and  Analysis”  for  the  proposed  recodi¬ 
flcation  announced  in  Draft  Release  61- 
25,  published  in  the  Fkdxral  Register  on 
November  15,  1961  (26  FJt.  10698). 
However,  proposed  Part  127  [New]  in¬ 
cludes  all  of  present  Part  46  including 
the  certiflcation  provisions  that  the  out¬ 
line  proposed  to  transfer  to  a  separate 
part. 

The  object  of  Part  127  [New]  is  to  re¬ 
state  existing  regulations,  not  to  make 
new  ones.  The  pertinent  provisions 
have  been  freely  reworded  and  rear¬ 
ranged.  subject  to  every  precaution 
against  disturbing  existing  rights,  priv¬ 
ileges,  duties,  or  functions.  In  addition, 
in  cases  where  well  established  admin¬ 
istrative  practice  or  construction  has 
established  authoritative  interpretations, 
the  revised  language  reflects  the  inter¬ 
pretations. 

Each  proposed  recodified  section  is 
followed  by  a  note  citing  the  present  sec¬ 
tion  of  the  regulations  upon  which  it  is 
based.  A  cross-reference  table  has  been 
placed  at  the  end  of  Part  127  [New]  to 
permit  easy  access  from  the  old  regula¬ 
tions  to  the  new.  Internal  cross  refer¬ 
ences  to  parts  or  sections  that  are  not 
yet  recodified  contain  a  blank  space  for 
later  insertion  of  the  correct  recodified 
number  with  the  present  number  con¬ 
tained  in  brackets.  When  a  part  or 
section  that  is  referred  to  in  a  cross  ref¬ 
erence  is  later  recodified,  the  correct 
numbo*  will  be  inserted  and  the  brack¬ 
eted  number  will  be  dropped. 


No  substantive  changes  involving  an 
increased  burden  <m  the  public  have 
been  made  in  the  regulations,  the  pur¬ 
pose  of  the  recodiflcatkm  project  being 
simply  to  streamline  and  clarify  present 
regulatory  language  and  to  d^ete  obso¬ 
lete  or  r^undant  provisions.  It  should 
be  noted  that  the  definitions,  abbrevia¬ 
tions,  and  rules  of  construction  contained 
in  Part  1  [New]  would  apply  to  the  pro¬ 
posed  new  part. 

When  finally  adopted.  Part  127  [New] 
will  include  the  substance  of  any  appli- 
caMe  rules  or  amendments  adopted  and 
made  effective  during  the  p^od  be¬ 
tween  the  date  of  notice  and  the  effective 
date  of  the  final  rule,  and  may  also  in¬ 
clude  applicable  rules  on  which  indi¬ 
vidual  notices  of  proposed  rule  making 
have  been  issued  and  the  comment  pe¬ 
riod  has  expired,  but  which  have  not 
been  theretofore  adopted. 

As  Part  1  [New]  includes  “inspection” 
in  the  definition  of  the  term  “mainte¬ 
nance”.  this  proposal  drops  the  present 
practice  of  r^erring  to  “inspection”  in 
addition  to  “maintenance”.  In  addition, 
the  term  “authorized  representative  of 
the  Administrator”  has  been  dropped  as 
it  is  included  in  the  definition  of  “Ad¬ 
ministrator”.  We  recognize  that  addi¬ 
tional  definitions  must  be  added  to  Part 
1  [New]  before  the  issue  of  the  air  car¬ 
rier  parts  (including  Part  127  [New]) 
in  final  form.  However,  due  to  conflicts 
in  the  d^nitions  of  terms  in  these  parts, 
no  action  will  be  taken  to  amend  Part  1 
[New]  until  after  all  the  air  carrier 
parts  have  been  issued  as  notices  of  pro¬ 
posed  rule  making. 

Section  127.27  [New]  (CAR  46.21)  has 
been  revised  to  include  provision  for  a 
notice  of  pnHH>sed  amendment  of  oper¬ 
ations  specifications  in  order  that  ^e 
air  carrier  concerned,  except  in  an  emer¬ 
gency,  be  given  an  opportunity  to  com¬ 
ment  and  participate  in  the  proposed  . 
amendment.  It  also  includes  provisions 
for  appealing  from  an  amendment  of,  or 
a  refusal  to  amend,  operations  speciflba- 
tions.  This  revision  adds  no  substantive 
burden  and  makes  §  127.27  [New]  con¬ 
sistent  with  the  comparable  sections  in 
Parts  40.  41.  42,  and  135  [New]. 

Throughout  the  revised  part,  refer¬ 
ence  to  autorotative  landing  has  been 
broadened  to  Include  refermce  to  single 
engine  inoperative  Ismdings  to  cover  the 
case  of  multiengine  helicopters. 

Revised  S  127.109  [New],  relating  to 
seats  and  safety  belts  has  been  revised  to 
eliminate  the  requirement,  not  contained 
in  other  air  carrier  Parts,  that  a  sep¬ 
arate  seat  belt  be  provided  for  children 
under  two  years  of  age. 

In  consideration  of  the  foregoing  it  is 
pr(HX)sed  to  amend  Chapter  I  of  Title  14 
of  the  Code  of  Federal  Regulations  by  de¬ 
leting  Part  46  and  adding  a  Part  127 
[New]  reading  as  hereinafter  set  forth. 
-  This  amendment  is  proposed  under  the 
authority  of  Sections  313(a),  601,  604, 
and  605  of  the  Federal  Aviation  Act  of 
1958  (49  n.S.C.  1354(a).  1421,  1424,  and 
1425). 

Issued  in  Washington,  D.C.,  on  April 
30. 1964. 

N.E.HALABT, 

Administrator, 


PART  127— CERTIFICATION  AND  OP- 
ERATIONS  OF  SCHEDULED  AIR 
CARRIERS  WITH  HELICOPTERS 
[NEW] 

Swbport  A — General 

Soc* 

127!i  AppUcabiUty. 

127.3  Rules  appUcable  to  operations  sub¬ 
ject  to  this  Part. 

Svbport  B— Certiflcation:  Operations 
Specifleotions 

127.11  Certificate  and  operations  specifica¬ 
tions  reqviired. 

127.18  Contents  of  certificate  and  opera¬ 
tions  specifications. 

127.17  Issue  of  certificate. 

127.10  Availability  of  certificate. 

127.21  Duration  of  certificate. 

127.23  Use  of  operations  specifications. 

127 i26  Amendment  of  certificate. 

127.27  Amendment  of  operations  specifica¬ 
tions. 

127.29  Inspection  authority. 

127.31  Change  of  address. 

Swbpart  C — Roquiremonts  for  Services  and 
FociliHos 

127.41  Route  requirements. 

127.43  Route  width. 

127.46  Heliports. 

127.47  Communications  facilities. 

127.49  Weather  reporting  facilities. 

127.61  Servicing  and  maintenance  facil¬ 
ities. 

Subpart  D — Air  Carrier  Manuals 

127.61  Preparatiem. 

127.63  Ckmtents. 

127.66  Distribution. 

Subpart  E  Helicopter  Roquiremonts 

127.71  General. 

127.73  Proving  tests. 

Subpart  F — Operating  Limitations 
127.81  General. 

127.83  Operation  of  helicopters  other  than 
transport  Categ(nry  A. 

Subpart  6— Special  Airworthiness  Requirements 

127  J1  Fire  prevention. 

127.93  Carriage  of  cargo  in  passenger  com¬ 
partments. 

Subpart  H  Instrument  and  Equipment 
Requirements 
127.101  General. 

127.108  Flight  and  navigational  equipment. 

127.106  Engine  instruments  and  equipment. 

127.107  Emergency  equipment. 

127.109  Seats  and  safety  belts. 

127.111  Miscellaneous  equipment. 

127.113  Cockpit  check  procedure. 

127.116  Passenger  information. 

127.117  Exterior  exit  and  evacuation  mark¬ 

ings. 

127.119  Instruments  and  equipment  for  op- 
.  erations  at  night. 

127.121  Equipment  for  single  engine  heli¬ 
copter  overwater  operations. 
127.123  Radio  equipment. 

127.126  Radio  equipment  for  (^rations  over 
routes  navigated  by  pilotage. 

Subpart  I — Maintenance  and  Preventive 
Maintenance 

127.131  Responsibility  for  maintenance  and 
preventive  maintenance. 

127.138  Inspection  organization. 

127.136  Maintenance  training  program. 
127.187  Maintenance  personnel  duty  time 
limitation. 

Subport  J  Airman  and  Crewmember 
Ref|uirements 

127.141  Airmen:  limitations  on  use  of 
sawices. 
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Subpart  A _ General  to  conduet  %  safe  <H)eration  under  this 

»  . ....  P«rt  and  operations  spedflcaticms  pro- 

§127.1  Applicability.  vided  for  in  this  part. 

This  part  lurescribes  rules  governing  (b)  Whenever,  after  investigation,  the 
air  carrier  heading  a  certificate  of  Administrator  determines  that  the  gen- 
public  conveni^iMse  and  necessi^  issued  eral  standards  of  safety  for  air  carrier 
by  the  Civil  Aeronautics  Board  when  that  operations  require  or  allow  a  deviation 
air  carrier  engages  in  interstate  sched-  from  any  requiranent  of  this  part  for 
ule  air  transportation  using  helicopters  a  particular  operation  or  class  of  opera- 
within  the  48  cemtiguous  States  and  the  tions,  he  issues  operations  specifications 
District  of  Columbia.  prescribing  approiniate  requirements 

^eyj»te  from  the  requiremente  of 
thispart. 

§  BJm  ei^cUe  to  opa-aUon.  ^  ,  4,13, 

subject  to  this  part.  '■  ‘ 

Unless  Otherwise  specified  in  this  part,  §127.19  Availability  of  certificate, 
each  air  carrier  shall  comply  with  Part  Each  air  carrier  shall  make  its  operat- 
91  [New]  of  this  chapter.  ing  certificate  available  for  inspection 

[Revlsionnote:  Based  on  §46.21  by  the  Administrator,  or  an  authorized 

representative  of  the  Civil  Aeronautics 
Subpart  B — Certification:  Operations  Board,  at  its  principal  c^erations  base. 

Specifications  [Revision  note:  Based  on  §46.15] 

§  127.11  Certificate  md  operations  spec-  §  127.21  DuraUon  of  certificate. 

ifications  *  (a)  An  air  carrier  operating  certifi- 

No  air  carrier  may  operate  a  helicopter  cate  is  effective  until  terminaticMi  of  the 
in  operations  to  which  this  Part  applies  economic  authority  issued  by  the  Civil 
without,  or  in  violation  of,  an  air  carrier  Aeronautics  Board  to  the  air  carrier,  or 
operating  certificate  and  separate  appro-  until  it  is  surrendered  or  the  Administra- 
priate  operations  specifications  issued  ^qj.  suspends,  revokes,  or  otherwise  ter- 
under  this  part.  Application  forms  and  minates  it 

instructions  for  their  completion  may  be  (b)  jf  Administrator  suspends  or 
obtained  from  any  PAA  Air  Carrier  Dis-  revokes  an  air  carrier  operatinTcertlfi- 
trictOfBce.  cate,  the  holder  of  that  certificate  shall 

[Revision  note:  Combines  §  §  46.10  and  46^8]  return  it  to  the  Administrator. 

Rots:  §  46.18(a)  omitted  as  surplusage.  [Revision  note:  Based  on  §  46.16] 

§  127.13  Contents  of  certificate  and  op-  §  127.23  Use  of  operations  specifica- 
erations  specifications.  tions. 

(a)  Each  air  carrier  operating  cer-  (a)  Each  air  carrier  shall  keep  each 

tificate  contains  the  points  between  of  its  ^ployees  informed  of  the  pro- 
which,  and  the  routes  over  which,  the  visions  of  its  operations  specifications 
air  carrier  may  operate.  that  apply  to  the  employee's  duties  and 

(b)  An  air  carrier’s  operations  spec-  responsibilities, 

ifications  contain  the  following:  (b)  Each  air  carrier  shall  maintidn  a 

(1)  The  kinds  of  operations  author-  complete  and  separate  set  of  its  opera- 

ized.  tions  specifications.  In  addition,  each 

(2)  A  current  list  of  all  helicopters  air  carrier  shall  insert  pertinent  provi- 

authorized  for  use.  sions  of  its  operations  specifications  in 

(3)  En  route  authorizations.  its  air  carrier  manual  in  such  a  manner 

(4)  En  route  limitations.  that  they  retain  their  identity  as  opera- 

(5)  Heliport  authorizations.  tions  specifications. 

(6)  Heliport  Citations.  ^  ^  ^  .  [Revlsionnote:  Based  on  §  46iJ0] 

(7)  Time  limitations,  or  standards  for 

determining  time  limitations,  for  over-  §  127.25  Amendment  of  certificate, 
hauls,  parts  retirement,  inspections,  re-  (a)  After  notice  and  opportunity  of 
placements,  and  checks  of  airframes,  en-  hearing  to  the  carrier  concerned,  the 
gines,  rotors,  and  appliances.  Administrator  an  air  carrier 

(8)  Procedures  for  control  of  weight  operating  certificate  when  he  finds  that 

and  balance  of  helicopters.  the  amendment  is  rea8(»iably  required  in 

(9)  ^^iiecific  pages  of  the  carrier’s  op-  the  interests  of  safe^. 

erations  manual  that  have  been  specific-  (b)  upon  application  by  an  air  car- 
ally  designated  and  ^proved  by  the  Ad-  rier,  the  Administrator  amends  an  air 
ml^trator.  ^  .  carrier  operating  certificate  if  he  finds 

(10)  Any  otoer  item  that  the  Adminis-  that  general  standards  of  safety  allow 

trator  determines  is  necessary  to  cover  a  the  amendment, 
particular  situation.  ^  ^  ^ 

[Revision  note:  Based  on  §  46.14] 

[Revision  note:  Combines  §§  46.11  and  46.19] 

o  in.*  in  ir  §  127.27  Amendment  of  operations 

§  127.17  Issue  of  certificates.  specifications. 

(a)  An  applicant  is  entitled  to  an  air  (n)  The  Administrator  may  amend 
carrier  operating  certificate  if —  any  operations  specifications  issued 

(1)  It  holds  the  economic  authority  under  t-hi«  part  if  he  finds  that  safety 
required  by  the  Civil  Aeitmautics  Board;  in  air  transportidlon  allows  or  requires 
Attthobitt:  The  provisions  of  this  Part  125  and  the  amendment, 

issued  under  secs.  3i3(a>.  601,  604,  and  605  (2)  The  Administiiator,  after  Investi-  (b)  Except  in  an  onergency  requir- 

^  the  Federal  Aviatiem  Act  of  1958;  49  UJS.C.  gation,  finds  that  the  applicant  is  prop-  ing  action  with  reqpect  to 

1364(a),  1421, 1424.  and  1425.  erly  and  adequate  equipped  and  aUe  safety  in  air  transportat^.  or  with  the 


Subpart  O — Flight  Release  Rules 
127.231  Flight  release. 

127233  FamUiarlty  with  weather  conditions. 
127235  Facilities  and  services. 

127237  HeUcc^ter  equipment. 

127.239  Communication  and  navigation 

facilities.  _ 

127.241  Flight  release  under  HVR. 

127243  BIR  operations. 

127.245  Visual  groimd  reference  require¬ 
ments. 

127247  Continuing  flight  in  unsafe  con¬ 
ditions. 

127249  Operation  in  icing  conditions. 

127251  Release  and  continuance  of  flie^t. 
127253  Fuel  supply  for  HVR  operations. 
127255  Factors  in  computing  required  fuel. 
127257  Takeoff  and  landing  minimums; 
HVR. 

127.259  Minimum  flight  altitudes. 

127261  Load  manifest. 
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oonaent  of  the  carrier  oonoemed,  no 
amendment  becomes  effective  before  30 
dajs  after  the  date  the  carrier  is  noti* 
fled  of  the  amendment 

(c)  Within  80  days  after  receiving 
a  notice  of  refusal  to  approve  an  air 
carrier’s  implication  for  amendment,  the 
air  carrier  may  petition  the  Adminis¬ 
trator  personally  to  reconsider  the  re¬ 
fusal  to  amend. 

(d)  Except  for  ^ergency  amend¬ 
ments,  the  dSectiv^ess  of  any  amend¬ 
ment  with  reqpect  to  which  the  carrier 
has  made  a  petition  for  review  under 
paragnph  (c)  of  this  section  is  stayed 
pending  the  Administrator’s  decision. 
(ReviBion  note:  Baaed  on  i  4SJ21] 

§  127.29  Inspection  authority. 

Each  air  carrier  shall  allow  the  Ad¬ 
ministrator  to  make  any  inspections  or 
examinations  that  he  considers  neces¬ 
sary  to  determine  the  carrier’s  compli¬ 
ance  with  the  Federal  Aviation  Act  of 
1958,  the  Federal  Aviation  Regulations, 
and  its  operaUng  certiflcate  and  opera¬ 
tions  spe^cations. 

[Revision  note:  Based  on  i  46.22] 

§  127.31  Change  of  address. 

Each  air  carrier  shall  notify  the  FAA 
Air  Carrier  District  Office  charged  with 
the  overall' inspection  of  its  operations, 
in  writing,  at  least  30  days  in  advance, 
of  any  change  in  the  address  of  its 
principal  business  office,  its  principal  op¬ 
erations  base,  or  its  principal  mainte¬ 
nance  base. 

(Revision  note:  Based  on  i  46.23] 

Subpart  C — Raquiraments  for  Services 
and  Facilities 

§  127.41  Route  requirements. 

(a)  Each  air  carrier  seeking  a  route 
approval  must  show  that — 

(1)  It  is  able  to  conduct  scheduled  op¬ 
erations  between  heliports  over  that 
route  or  route  segment;  and 

(2)  The  facilities  and  services  avail¬ 
able  are  adequate  for  the  kind  of  opera¬ 
tion  proposed. 

(b)  Paragraph  (a)  of  this  section  does 
not  require  actual  flight  over  a  route 
or  route  segment  if  the  air  carrier  shows 
that  the  flight  is  not  essential  to  safety. 
(Revision  note:  Based  on  i  46.30] 

§  127.43  Route  width. 

The  Administrator  designates  the 
width  of  routes  or  route  segments  sub¬ 
mitted  to  him  for  approval,  consistent 
with — 

(a)  Terrain; 

(b)  Available  navigation  aids; 

(c)  Air  traffic  density;  and 

(d)  ATC  procedures. 

(Revision  note:  Based  on  i  46.31] 

§  127.45  Heliports. 

Each  air  carrier  must  show  that  each 
route  it  submits  for  approval  has  enough 
heliports  that  are  properly  equipped  and 
adequate  for  the  proposed  operation, 
considering  size,  surface,  obs^ctions, 
facilities,  public  protection,  lighting,  nav¬ 
igational  and  communications  aids,  traf¬ 
fic  control,  and 'any  lother  pertinent 
matters. 

(Revision  note:  Based  on  i  46.33] 


§  127.47  Communications  facRities. 

(a)  Each  air  carrier  must  show  that  a 
two-way  air/ground  radio  communica¬ 
tion  ssrstem  is  available  at  points  that 
will  Insure  reiliable  and  rapid  communi¬ 
cations,  under  normal  operating  condi¬ 
tions  over  the  entire  route  (either  direct 
or  by  iqiproved  point  to  point  circuits) 
for  the  foUowlng  purposes: 

(1)  Communications  between  the  h^- 
icopter  and  the  appropriate  air  carrier 
operational  control  office,  at  the  mini¬ 
mum  flight  altitudes  specified  in  its  op¬ 
erations  c^iecifications,  and  independent 
of  systems  operated  by  the  United  States. 

(2)  Ccxnmunications  between  the  hel¬ 
icopter  and  the  iqipropriate  ATC  unit. 

In  case  of  communications  under  sub- 
paragriqih  (2)  of  this  paragraph,  the 
Administrator  may  allow  the  use  of  com¬ 
munication  systems  operated  by  the 
United  States. 

(b)  If  the  Administrator  finds  that 
compliance  with  subparagraph  (1)  of 
paragraph  (a)  of  this  section  is  not 
practicable  because  of  terrain  condi¬ 
tions,  he  may  allow  an  exception  to  that 
subparagraph  over  specified  segments  of 
the  route. 

[Revision  note:  Based  on  i  46.34] 

§  127.49  Weather  reporting  facilities. 

(a)  Each  air  carrier  must  show  that 
enough  weather  reporting  services  are 
available  along  each  proposed  route  to 
insure  weather  reports  (prepared  and  re¬ 
leased  by  the  U.S.  Weather  Bureau  or  a 
source  approved  by  the  Weather  Bureau 
or  prepared  from  in-fli^t  pilot  reports) 
and  forecasts  necessary  for  the  opera¬ 
tion. 

(b)  Each  air  carrier  that  uses  fore¬ 
casts  to  control  flight  movements  shall 
prepare  each  forecast  from  weather  re¬ 
ports  specifled  in  paragraph  (a)  of  this 
section. 

[Revision  note:  Based  on  S  46.36] 

§  127.51  Servicing  and  maintenance 
facilities. 

Each  air  carrier  must  show  that  com¬ 
petent  personnel  and  adequate  facilities 
and  equipment  are  available  for  serv¬ 
icing  helicopters. 

[Revision  note:  Based  on  i  46.37] 

Subpart  D — Air  Carrier  Manuals 
§  127.61  Preparation. 

Each  air  carrier  shall  prepare  and 
keep  current  an  air  carrier  manual  for 
the  use  and  guidance  of  flight  and 
ground  operations  personnel  in  conduct¬ 
ing  its  operations. 

[Revision  note:  Based  on  i  46.60] 

§  127.63  Contents. 

(a)  Each  air  carrier  manual  must — 

(1)  Include  instructions  and  informa¬ 
tion  necessary  to  allow  the  personnel 
concerned  to  perform  their  duties  and 
responsibilities  with  a  high  degree  of 
safety; 

(2)  Be  in  a  form  that  is  easy  to  revise; 

(3)  Have  the  date  of  last  revision  on 
each  page  concerned;  and 

(4)  Not  be  contrary  to  the  provisions 
of  any  applicable  relation  or  the  air 


carrier’s  operations  speciflcations  or  op¬ 
erating  certiflcate. 

(b)  Copies  of  the  manual  may  be  di¬ 
vided  into  two  or  more  parts  to  facili¬ 
tate  use  by  personnel  concerned.  How¬ 
ever,  each  part  must  contain  that  part 
of  the  following  information  that  is  ap¬ 
propriate  for  each  group  of  personnel: 

(1)  General  policies. 

(2)  Duties  and  responsibilities  of  each 
crewmember  and  appropriate  members 
of  the  groimd  organization. 

(3)  Reference  to  appropriate  Federal 
Aviation  Regulations. 

(4)  C^rational  flight  control. 

(5)  En  route,  flight,  navigation,  and 
communication  procedures,  including 
procedures  for  initiating  or  continuing  a 
flight  if  any  item  of  equipment  required 
for  the  particular  kind  of  operation  be¬ 
comes  inoperative  or  unserviceable  en 
route. 

(6)  Appropriate  information  from  the 
en  route  operations  speciflcations,  in¬ 
cluding  for  each  approved  route  the 
types  of  helicopters  authorized,  their 
crew  complement,  the  kind  of  operation 
such  as  HVR,  day,  night,  etc.,  and  any 
other  pertinent  Information. 

(7)  Appropriate  information  from  the 
heliport  (H>erations  speciflcations  includ¬ 
ing  for  each  heliport — 

(i)  Its  location; 

(ii)  Its  designation  (regular,  alter¬ 
nate,  provisional,  etc.) ; 

(ill)  The  tsnpes  of  helicopters  au¬ 
thorized; 

(iv)  landing  and  takeoff  minimums; 

(v)  A  diagram  showing  access  and 
egress  routes,  restricted  areas,  prom¬ 
inent  obstructions,  usable  dimensions; 
and 

(Vi)  Any  other  pertinent  information 
that  may  assist  the  pilot. 

(8)  Takeoff,  en  route,  and  landing 
weight  limitations. 

(9)  Procedures  for  familiarizing  pas¬ 
sengers  with  the  use  of  emergency  equip¬ 
ment  during  flight. 

(10)  Emergency  equipment  and  pro¬ 
cedures. 

(11)  Procedures  for  determining  the 
usability  of  landing  and  takeoff  areas. 

(12)  Procedures  for  disseminating 
pertinent  information  to  operations 
personnel. 

(13)  Procedures  for  operating  in  pe¬ 
riods  of  ice,  hail,  thunderstorms,  tur¬ 
bulence,  or  any  potentially  hazardous 
meteorological  condition. 

(14)  Airman  training  programs,  in¬ 
cluding  appropriate  ground,  flight,  and 
emergency  phases. 

(15)  Instructions  and  procedures  for 
maintenance,  preventive  maintenance, 
and  servicing. 

(16)  Time  limitations,  or  standards 
for  determining  time  limitations,  for 
overhauls,  parts  retirement,  inspections, 
replacmnents,  and  checks  of  airframes, 
engines,  rotors,  and  appliances. 

(17)  Procedures  for  refueling  helicop¬ 
ters,  eliminating  fuel  contamination, 
protection  from  Are  (including  electro¬ 
static  protection),  and  supervising  and 
protecting  passengers  during  refueling. 

(18)  Airworthiness  inspections,  in- 
cludii^  instructions  covering  procedures, 
standards,  responsibilities,  wid  authority 
of  inq;>ection  personnel. 


I 


Thursday,  May  7,  1964 

(19)  Methods  and  procedures  for 
maintaining  the  hdio^iter  weleM  and 
center  of  gravity  within  aiHProved  limits. 

(20)  Pilot  route  and  heliport  .qiiallfl- 
cation  procedures. 

(21)  Accident  notification  procedures. 

(22)  Pertinent  information  on  heli¬ 
copter  performance  taken  from  the  ap¬ 
proved  flight  manual  for  each  type  of 
helicopter  used. 

(23)  Other  Information  or  instruc¬ 
tions  relating  to  safety. 

(c)  Each  air-carrier  sdiall  maintain 
st  least  (me  complete  master  copy  of  the 
air  carrier  manual  at  its  principal  opera¬ 
tions  base. 

[Revision  note:  Based  on  |  46.51] 

§  127.65  IMstrilmtifm. 

(a)  Each  air  carrier  shall  fiurnish  cur¬ 
rent  copies  (and  the  changes  and  addi¬ 
tions  thereto)  of  the  air  carrier  manual 
or  appropriate  parts  of  it  to — 

(1)  Appropriate  ground  operations 
and  maintenance  personnel  of  the  air 
carrier; 

(2)  Crewmembers:  and 

(3)  Representatives  of  the  Adminis¬ 
trator  assigned  to  the  air  carrier. 

(b)  Each  person  to  whom  a  manual, 
or  appropriate  parts  of  it,  is  furnished 
under  paragraph  (a)  of  this  section  shall 
keep  it  up  to  date  with  the  changes  and 
additions  furnished  to  him. 

[Bevisloxi  note:  Based  on  { 46.52] 

Subpart  E — Helicopter  Requirements 
§  127.71  GeneraL 

No  air  carrier  may  operate  a  heli¬ 
copter  unless  that  heli(»mter  meets  the 
applicable  airworthiness  requirements  of 
this  chapter. 

[Revislcm  note:  Based  on^  46.60] 

Note:  $46.60  (Ist  sentence)  Is  omitted  as 
covered  by  Part  91  [New]  of  this  chapter. 

§  127.73  Proving  tests. 

(a)  No  air  carrier  may  operate  a  heli¬ 
copter  not  before  proved  for  use  in  air 
carrier  operations,  a  helicopter  of  that 
type  has  had,  in  addition  to  the  heli- 
'oopter  certification  tests,  at  least  100 
hours  of  proving  tests  imder  the  Admin¬ 
istrator’s  supervision,  at  least  SO  hours 
of  which  must  have  been  flown  over  au¬ 
thorized  routes  and  at  least  10  hours 
must  have  been  flown  at  night,  if  night 
<^)erations  are  auth(»dzed. 

(b)  An  air  carrier  may  not  operate  a 
helicopter  of  a  type  that  has  been  proved 
in  commercial  or  extensive  military  serv¬ 
ice,  if  it  has  not  previously  used  that 
type,  or  if  that  helicopter  has  been  mate¬ 
rially  altered  in  design  unless — 

(1)  The  helicmpter  has  been  tested  for 
at  least  50  hours,  of  which  at  least  25 
hours  must  have  been  over  authorized 
routes;  or 

(2)  The  Administrator  specifically  au¬ 
thorizes  deviations  be<»use  spechd  <jir- 
cumstances  of  the  particular  case  make  a 
literal  observan(%  of  the  requirements 
of  this  paragraph  necessary. 

(c)  During  proving  tests,  no  air  <»r- 
rier  may  operate  a  helicopter  to  carry 
persons  other  than  those  needed  to  make 
the  tests  and  those  designated  by  the  Ad- 
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mifllstrator,  but  may  carry  mail,  express, 
or  other  cargo,  when  approvecL 

(BevlBion  luyte:  Baaed  on  1 46A8] 

Subpait  F — Operating  Limitations 
§  127.81  GeneraL 

Each  air  carrier  shall  operate  each  of 
its  helicopters  in  accordance  with  oper¬ 
ating  limitations  prracrlbed  by  the  Ad¬ 
ministrator  in  the  interests  of  safety, 
considering  the  performance  of  the  heli¬ 
copter,  the  areas  traversed,  h^ports 
used,  engine  failure  in  flight,  and  tem¬ 
perature  operating  correction  factors  set 
forth  in  the  Helicopter  Flight  Manual. 

[Revision  note:  Based  on  1 46.70] 

§  127.83  Operation  of  helicopters  other 
than  transport  Category  A. 

Each  air  carrier  shall  show,  for  opera¬ 
tions  with  helicc^ters  certificated  under 
Part _ [present  Part  61,  or  the  trans¬ 
port  Category  B  provisions  of  Part - 

[present  Part  71 ,  that  adequate  areas  are 
available  for  a  safe  autorotative  or  one 
engine  inoperative  landing  from  any 
point  along  the  route  to  be  used  and 
that  those  areas  are  readily  identifiable 
in  both  (iay  and  night  operations. 
[Revision  note:  Based  on  §  46.71] 

Subpart  G— Special  Airworthiness 
Requirements 

§  127.91  Fire  prevention. 

No  air  carrier  may  use  a  helicopter  in 
passenger  service  (for  which  iqiplication 
for  type  certification  was  made  before 
May  16, 1953)  unless  that  helicopter  com¬ 
plies  with  the  fire  prevention  provisions 

of  Part _  [present  Part  61,  as  in 

effect  on  May  16. 1953. 

[Revision  note:  Based  on  |  46.110] 

§  127.93  Carriage  of  cargo  in  passenger 
compartments. 

Whenever  operating  conditions  require 
tiie  (»urriage  or  cargo  that  cannot  be 
loaded  in  approved  cargo  racks,  bins,  or 
compartments  that  are  separate  from 
passenger  compartments,  that  cargo 
may  be  carried  in  the  passenger  com- 
partmoit  in  accordance  with  the  fol¬ 
lowing; 

(a)  It  is  properly  secured  by  a  safety 
belt  or  othm*  tiedown  having  enough 
straigth  to  eliminate  the  possibility  (ff 
shifting  under  all  normally  anticipated 
flight  and  ground  (xinditions. 

(b)  It  is  packaged  or  covered  to  avoid 
possible  injury  to  passengers. 

(c)  It  does  not  impose  any  load  on 
seats  or  on  the  floor  structure  that  ex¬ 
ceeds  the  load  limitation  for  those  com- 
poD^ts. 

(d)  It  is  not  located  in  a  position  that 
restricts  the  access  to  or  use  of  any 
required  emergency  or  regular  exit,  or 
the  €ise  of  the  aisle  between  the  crew 
and  the  passenger  (xxnpartments. 

(e)  It  is  not  carried  directly  above 
seated  passengers. 

[Revision  note:  Based  on  §  46.153] 

Subpart  H — Instrument  and 
Equipment  Requirements 
§  127.101  GeneraL 

(a)  Instrum^its  and  equipment  re¬ 
quired  by  §S  127.103  through  127.125 


must  be  iqiproved  and  Installed  in  ac¬ 
cordance  with  the  airworthiness  require¬ 
ments  applicable  to  them. 

(b)  Except  ^8  provided  in  §  127.247 (b) . 
no  person  may  take  off  any  helicopter 
unless  the  following  instruments  and 
equipment  are  in  operable  condition; 

(1)  Instruments  and  e<iulpment  re¬ 
quired  to  (xunply  with  airworthiness 
requirements  under  which  the  helicop¬ 
ter  is  type  certificated  and  as  required 
by  §  127.91. 

(2)  Instruments  and  equipment  spec¬ 
ified  in  if  127.103  through  127.117  for 
all  operations,  and  the  instnunents  and 
equipment  specified  in  §§  127.119  through 
127.125  for  the  kind  of  operation  indi-  ' 
cated,  wherever  these  items  are  not  al¬ 
ready  required  by  subparagraph  (1)  of 
this  paragraph. 

(Revision  note:  Based  on  I  46.170] 

§  127.103  Flight  and  navigational  e<iuip- 
ment. 

No  person  may  operate  a  helicopter 
unless  it  is  equipped  with  the  following 
flight  and  navigational  instruments  and 
equipment: 

(a)  An  airspeed  Indicating  system 
with  heated  idtot  tube  or  eijulval^t 
means  for  prevoiting  malfunctioning  due 
to  icing. 

(b)  A  sensitive  altimeter. 

(c)  A  sweep-second  clock. 

(d)  A  free-air  temperature  indicator. 

(e)  A  magnetic  compass. ' 

[Revision  note:  Based  on  $  46.171] 

§  127.105  Engine  instrnments  and 
equipment. 

No  person  may  conduct  any  operation 
without  the  following  engine  instru¬ 
ments  and  equipment: 

(a)  A  carburetor  air  traiperature  in¬ 
dicator  for  each  engine. 

(b)  A  cylinder  head  traiperature  in¬ 
dicator  for  each  air-cooled  engine. 

(c)  A  fuel  pressure  indicator  and 
warning  light  tor  each  engine. 

(d)  A  means  for  indicating  fuel  quan¬ 
tity  in  each  fuel  tank  to  be  usecL  and  for 
helicopters  with  more  than  one  inde¬ 
pendent  fuel  tank,  a  warning  device  indi¬ 
cating  when  the  fuel  in  any  independent 
tank  be<x)mes  low. 

(e)  A  manifold  pressure  indicator  for 
each  engine. 

(f)  An  oil  pressure  indicator  and 
warning  light  for  each  engine. 

(g)  An  oil-in  temperature  indicator 
for  each  engine. 

(h)  An  oil  temperature  indicator  or 
warning  device  to  incilcate  when  the  oil 
tCTiperature  exceeds  a  safe  value  in  each 
main  rotor  drive  gearbox,  including  those 
gearboxes  essential  to  rotor  phasing,  hav¬ 
ing  an  oil  system  independ^t  of  the  en¬ 
gine  oil  system. 

(i)  An  oil  pressure  indicator  and 
warning  light  for  each  transmission 
using  a  separate  oil  pump. 

(j)  Carburetor  heating  or  deicing 
equipment  for  each  engine. 

(k)  If  equipped  ytith  a  rotor  brake, 
a  means  to  indicate  full  or  partial 
engagement. 

(l)  A  tachometer  for  the  main  rotor, 
or  for  each  main  rotor  the  speed  of  which 
may  vary  appreciably  with  respect  to  an¬ 
other  main  rotor. 


6052 


PROl^SCt)  lUlti  rniOtlNG 


(m)  A  tachometer  for  each  engine. 

The  tachcnneters  required  hy  paragraphs 

(1)  and  (m)  of  this  section  may  be  com* 
bined  in  a  single  instrument,  but  that  in¬ 
strument  must  indicate  rotor  r.p m.  dur¬ 
ing  autorotation. 

(Revision  note:  Based  on  i  40.172] 
i  127.107  Emergency  eqoipment. 

(a)  Oeneral.  No  person  may  operate 
a  helicopter  unless  it  is  equipped  with 
the  emergency  equipment  listed  in  this 
section. 

(b)  Each  item  of  emergency  equip¬ 
ment — 

<1)  Must  be  readily  accessible  to  the 
crew; 

(2)  Must  clearly  indicate  its  method 
of  operation;  and 

(3)  When  carried  in  a  compartment 
or  container,  must  have  that  compart¬ 
ment  or  contfdner  marked  as  to  contents. 

(c)  Hand  fire  extinguishers  for  crew, 
passenger,  and  cargo  compartments. 
Hand  fire  extinguishers  of  an  approved 
type  must  be  provided  for  use  in  crew, 
passenger,  and  cargo  compartments, 
that  are  accessible  in  flight,  in  accord¬ 
ance  with  the  following: 

(1)  The  type  and  quantity  of  extin¬ 
guishing  agent  must  be  suitable  for  the 
kinds  of  fires  likely  to  occur  in  the  com¬ 
partment  where  the  extinguisher  is  in¬ 
tended  to  be  used. 

(2)  At  least  one  hand  fire  extinguisher 
must  be  conveniently  located  on  the 
flight  deck  for  use  by  the  flight  crew. 

(3)  At  least  one  hand  fire  extinguisher 
must  be  conveniently  located  in  the 
passenger  compartment  of  each  heli¬ 
copter  accommodating  more  than  six 
passengers. 

<d)  First-aid  equipment.  First-aid 
kits  for  treatment  of  injuries  likely  to 
occur  in  flight  or  in  minor  accidents  must 
be  provided  in  a  quantity  appropriate 
to  the  number  of  passengers  and  erew 
accommodated  by  the  helicopter. 

(e)  Interior  emergency  exit  markings. 
Each  helicopter  must  have  conspicuously 
marked  emergency  exits.  Each  emer¬ 
gency  exit  must  have  conspicuously 
marked  means  of  access  and  means  of 
opening.  The  identity  and  location  of 
each  emergency  exit  must  be  recogniz¬ 
able  from  a  distance  equal  to  the  width 
of  the  cabin.  The  location  of  the  emer¬ 
gency  exit  operating  handle  and  the  in¬ 
structions  for  opening  must  be  marked 
on  or  adjacent  to  the  emergency  exit  and 
must  be  readable  from  at  least  30  inches 
by  a  person  with  normal  eyesight. 

(f)  Lighting  for  interior  emergency 
exit  markings.  Each  passenger-carry¬ 
ing  helicopter  must  have  a  source  or 
sources  of  light  (with  an  enei^  supply 
that  is  indei)endent  of  the  main  lighting 
system)  for  each  passenger  emergency 
exit  marking.  Each  light  must  be  de¬ 
signed  to¬ 
il)  Function  automatically  in  a  crash 

landing,  to  continue  functioning  there¬ 
after,  and  to  be  manually  operable;  or 

(2)  Be  manually  (^erable  only  and  to 
continue  functioning  after  a  crash 
landing. 

If  a  light  requires  manual  operation,  it 
must  be  turned  on  before  each  takeoff 
and  landing.  If  a  light  requires  arming 
of  the  ssrstem  to  function  automatically. 


the  system  must  be  armed  before  each 
takeoff  and  landing. 

(Revision  note:  Based  on  I  40.178) 

§  127.109  Seats  and  safety  belts. 

No  air  carrier  may  operate  a  helicopter 
unless  there  are  available  during  the 
takeoff,  ea  route  flight,  and  landing — 

(a)  An  approved  seat  for  each  person 
who  is  at  least  two  years  of  age;  and 

(b)  An  approved  safety  belt  for  sep¬ 
arate  use  for  each  person  who  is  at  least 
two  years  of  age. 

However,  in  the  case  of  children  who  are 
at  least  two,  but  not  more  than  12,  years 
of  age.  one  safety  telt  may  be  u^  for 
two  in  a  single  seat  if  the  strength  re¬ 
quirements  of  the  seat  and  the  safety  belt 
are  not  exceeded. 

[Revision  note:  Based  on  §  40.174] 

§  127.111  Miscellaneoiu  equipment. 

No  person  may  conduct  any  operation 
unless  the  following  equipment  is  in¬ 
stalled  in  the  helicopter: 

(a)  A  windshield  wiper  or  equivalent 
for  each  pilot  station. 

(b)  An  alternate  source  of  energy  able 
to  carry  the  necessary  load  for  all  instru¬ 
ments  required  by  §  127.119  that  require 
a  power  source. 

(c)  A  means  to  indicate  the  adequacy 
of  the  power  being  supplied  to  re<3^iired 
flight  instruments. 

[Revisicm  note:  Based  on  §  40.175] 

§  127.113  Cockpit  check  procedure. 

(a)  Each  air  carrier  shall  provide  an 
approved  cockpit  check  procedure  for 
each  type  of  helicopter. 

(b)  The  approved  procedures  must  in¬ 
clude  the  items  necessary  for  flight  crew¬ 
members  to  check  for  safety  before  start¬ 
ing  engine(s) ,  taking  off,  or  landing,  and 
in  engine  emergencies.  Tlie  procedures 
must  be  designed  so  as  to  obviate  the  ne¬ 
cessity  for  a  flight  crewmember  to  rely 
upon  his  memory  for  items  to  be  checked. . 

(c)  The  approved  procedures  must  be 
readily  usable  in  the  cockpit  of  each 
helicopter. 

[Revision  note:  Based  on  S  40.170] 

§  127.115  Passenger  information. 

No  person  may  operate  a  helicopter 
that  has  separate  passenger  and  crew 
compartments  unless  it  is  equipped  with 
signs  that  are  visible  to  passengers  and 
cabin  attendants  to  notify  them  when 
smoking  is  prohibited  and  when  safety 
belts  should  be  fastened.  The  signs  must 
be  so  constructed  that  the  crew  can  turn 
them  on  and  off.  The  “No  smoking” 
sign  must  be  left  on  imless  a  cabin  at¬ 
tendant  is  carried  in  the  passenger  com¬ 
partment.  In  single-engine  helicopters, 
the  seat  belts  must  be  fastened  during 
the  entire  flight. 

[Revision  note:  Based  on  S  40.177] 

§  127.117  Exterior  exit  and  evacuation 
markings. 

No  person  may  operate  a  helicopter  un¬ 
less  the  exterior  surfaces  of  the  helicopter 
are  marked  to  clearly  identify  each  re¬ 
quired  emergency  exit.  If  the  exits  are 
operable  from  the  outside,  the  markings 
must  consist  of  or  include  information 
indicating  the  method  of  opening. 
(Revision  note:  Based  on  1 40.178] 


§  127.119  Instruments  and  equipment 
for  opoudoBS  at  night. 

No  person  may  operate  a  helicopter  at 
night  unless  it  is  equipped  with  the  fol¬ 
lowing  instruments  and  equipment  in 
addition  to  those  required  by  §§  127.103 
through  127.117: 

(a)  Position  lights. 

<b)  An  anti-collision  light. 

(c)  Two  landing  lights,  at  least  one 
of  which  is  controllable  to  light  the  area 
forward  of  and  below  the  helicopter. 

(d)  Instrument  lights  providing 
enough  light  to  make  each  required  in¬ 
strument  or  switch,  easily  readable,  and 
installed  so  that  the  direct  rays  are 
shielded  from  the  flight  crewmember’s 
eyes  and  that  no  objectionable  reflec¬ 
tions  are  visible  to  them.  There  must  be 
a  means  of  controlling  the  intensity  of 
illumination  unless  the  operator  shows 
that  nondimming  instrument  lights  are 
satisfactory. 

(e)  A  generator  of  adequate  capacity. 

(f )  A  gsrroscopic  bank  and  pitch  indi¬ 
cator  (artificial  horizon) . 

(g)  A  gyroscopic  direction  indicator 
(direction  gyro). 

(h)  A  ginroscopic  rate-of-tum  indica¬ 
tor  with  bank  indicator. 

(i)  A  vertical  speed  Indicator  (rate-of- 
climb  indicator) . 

[Revision  note:  Based  on  i  40.200] 

§  127.121  Equipment  f<n*  single  engine 
helicopter  overwater  operations. 

No  person  may  operate  a  single-engine 
h^copter  over  water  beyond  autorota- 
tive  gliding  distance  from  the  land  unless 
it  is  equipped  with  the  following  equip¬ 
ment: 

(a)  Helicopter  flotation  devices. 

(b)  A  life  preserver  (or  other  ade¬ 
quate  individual  flotation  device)  for 
each  occupant. 

(c)  Any  other  equipment  that  the  Ad¬ 
ministrator  deten^nes  is  necessary  for 
safety  for  a  particular  operation. 

[Revision  note:  Based  on  I  40.206] 

§  127.123  Radio  equipment. 

No  person  may  operate  a  helicopter 
unless  it  is  equipped  with  the  approved 
radio  equipment  specified  for  the  kind  of 
operation  being  conducted. 

[Revision  note:  Based  on  §  46iS30] 

§  127.125  Radio  equipment  for  opera¬ 
tions  over  routes  navigated  by  pilot¬ 
age. 

No  person  may  operate  a  helicopter 
over  a  route  that  can  be  navigated  by 
pilotage,  unless  the  helicopter  is  equipped 
with  the  radio  equipment  needed  to  per¬ 
form  the  following  functions  under  nor¬ 
mal  operating  conditions: 

(a)  Communicate  with  at  least  an  ap¬ 
propriate  ground  station,  as  prescribed 
in  §  127.47,  in  the  vicinity  and  with  other 
helicopters  operated  by  the  air  carrier. 

(b)  Communicate  with  ATC  towers 
from  any  point  in  the  control  zone  with¬ 
in  which  flight  is  intended. 

(c)  Receive  meteorological  informa¬ 
tion  at  the  minimum  en  route  altitude 
specified  in  the  air  carrier’s  operators 
q;>ecification,  either  separately  or  by  the 
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means  required  to  comply  with  pAra-  (b)  If  the  air  carrier  is  authorized  to  emeiiraicy  operating  procedures,  and  ap> 
graph  (a)  or  (b>  of  this  section.  cgierate  IFH  cnr  (H>««te8  large  helicopters,  proprtate  contents  of  the  approy^ 

raevision  note*  on  1 46.2311  the  minimum  pOot  crew  is  two  pilots.  Helicopter  Flight  Idanual. 

$»bport  a.«l  “»*•=  »«<■  “  • 

Preventive  Mointenance  §  127,145  Flii^  attendant.  Iot  takeoff  and  landing. 

81*7.1*1  H«.pon,ikiUt7  f«  «,!«..  Each  alT  ^er  yducteg  a  p«.  «>  ^Tte^^^the  u«  «>p«,. 

MIIM  Mid  prrTaiiiv.  mununance.  aenger  aeration  Shall  provide  Bt  tea^  JSSSIr^isSii  .i. 

ofift  flight  ^.tynriftTit  for  each  flight  in  Airport,  heliport,  air  traflSc  con- 

Regardless  of  any  arrangements  with  heliconter  of  more  than  19-passcnger  *”>1  systems  and  procedures,  and  ground 
any  other  person  for  performing  capaci^.  control  letdown  procedures.  If  pertinent, 

maintenance  and  preventive  mainte-  ^  Enough  meteorology  to  insure  a 

nance,  each  air  carrier  is  primarily  re-  [Revision  note:  Based  on  s  46.266]  practical  knowledge  of  the  principles  of 

sponsible  for  the  airworthiness  at  its  Suboart  K ^Trainina  Proaroms  icing,  fog,  thunderstorms,  and  frontal 

helicopters  and  required  equipment.  ^  systems. 

[Revision  note:  Based  on  8  46.240]  ^  127.151  Estafaliehment.  (D  Px^^es  for  operating  in  tur- 

‘  -  _ _  .  (a)  Each  air  carrier  shall  have  an  ap-  bulent  air,  icing,  hail,  thunderstorm,  and 

§  iz7.i93  inspection  organuatum.  proved  training  program  that  insures-  other  potentially  hazardous  meteorolog- 

(a)  Each  air  carrier  (or  p^rscm  per-  that  each  crewmember  is  adequately  ical  conditions, 
forming  maintenance  or  preventive  trained  to  perform  his  assigned  duties.  [Revision  notes:  Based  on  8  46.281] 
maintenance  fimctions  for  an  air  car-  Before  serving  in  scheduled  operations, 

-  -  -  §  127.155  Initial  flight  training:  pilots. 

The  initial  flight  training  that  the  air 
carrier  must  provide  for  each  pilot  must 
include  at  least — 

(a)  Takeoffs  and  landings; 

(b)  Normal  and  emergency  flight 
maneuvers,  including  approaches  and 


rier)  shall  maintain  an  adequate  inspec-  each  crewmember  must  satisfactorily 
tion  organization  that  is  respcmsible  for  complete  the  initisd  training  phases, 
determining  that  the  workmanship,  (b)  Each  air  carrier  shall  provide  ade- 
methods,  and  material  used  conform  to  quate  ground  and  flight  training  facil- 
the  applicable  regulations  of  tills  chap-  ities  and  properly  quallfled  instructors 
ter,  with  accepted  standards  and  good  for  the  training  required  by  this  sec- 

practices  and  that  each  airframe,  en-  tion,  and  enough  check  airmen  to  con- 

gine,  rotor,  and  appliance  released  to  duct  the  flight  checks  required  by  this  landings  with  simulated  (me  engine  in- 
service  is  airworthy.  part.  The  check  airmen  must  hold  the  operative  in  each  type  of  helicopter  to 

(b)  Each  individual  who  is  directly  airman  certificates  and  ratings  that  are  be  flown  by  the  pilot  in  scheduled  opera- 

in  charge  of  the  maintenance  or  preven-  required  for  the  airmen  being  checked,  tions;  and 

tive  maintenance  of  any  sdrframe,  rotor,  (c)  The  training  program  for  each  (c)  If  night  operations  are  authorized, 
engine,  or  appliance,  shall  hold  an  ap-  flight  crewmember  must  consist  of  ap-  night  takeoffs  and  landings, 
propriate  airman  certificate.  propriate  ground  and  flight  training,  in-  [Revision  note:  Based  on  8  46iJ82] 

[Revision  note:  Based  on  8  46^241]  eluding  proper  flight  crew  coordination.  , 

The  carrier  shall  standardize  procsedures  §  127.157  ^ual  crewmember  emeiv 
§  127.135  Maintenance  training  pro-  foj.  flight  crew  function  to  the  ex-  gency  training. 

tent  that  each  flight  crewmember  knows  Each  air  carrier  shall  design  its  train- 
Each  air  carrier  (or  person  performing  the  functions  for  which  he  is  responsible  ing  jn  emergency  procedures  to  give  each 
maintenance  or  preventive  maintenance  and  tiie  relation  of  those  functions  to  the  crewmember  appropriate  individual  ini- 
funcUons  for  an  air  carrier)  shall  have  functions  of  other  flight  crewmembers,  tial  instruction  in  emergency  procedures, 
a  training  program  to  insure  that  esMdi  The  initial  program  mtut  include  at  least  The  training  must  include  at  least- 
individual  who  determines  the  adequacy  the  requirements  set  forth  in  §S  127.153  (a)  Proc^ures  to  be  followed  in  event 

of  work  done  is  fiflly  informed  about  pro-  through  127.157.  of  the  failure  of  an  engine  or  other  com- 

cedures  and  techniques  and  new  equip-  (d)  The  crewmember  emergency  pro-  ponent  or  system; 
ment  in  use  and  is  ccanpetent  to  perform  cedures  training  program  must  include  (b)  Prcxiedures  to  be  followed  in  event 
his  duties.  at  least  the  requirements  set  forth  in  of  Are  in  the  air  or  on  the  groimd; 

127.157.  (c)  Procedures  to  be  followed  in  evmit 

(e)  Each  instructor,  supervisor,  or  of  ditching; 
check  airman  that  is  responsible  for  a  (d)  Procedures  to  be  followed  in  event 
particular  training  check  or  flight  check  of  evacuation; 

shall  certify  as  to  the  proficiency  of  the  (e)  The  location  and  operation  of 
crewmMnber  and  person  employed  in  <«>-  emergency  equipment;  and 
erational  control  after  he  completes  his  (f)  Maximum  and  minimnni  engine 
initial  training  and  after  he  completes  his  and  rotor  r.p m. 
recurrent  training.  That  certification  ,  ...... 

shall  be  made  a  of  the  record  of  [Revision  note:  Based  on  8  46.286] 

the  person  being  checked.  §  127.159  Operations  penonneL 

Each  air  carrier  shall  establish  and 
maintain  a  training  program  to  insure 
that  operations  personnel  who  perform 
duties  involving  operational  control  are 
adequately  trained  to  perform  those 
duties.  The  air  carrier  may  not  assign 
a  person  to  perform  duties  involving 
(H>erational  control  until  he  has  passed 
a  test  on  those  duties  and  responsibilities. 

[Revision  note:  Based  on  8  46.288] 

§  127.161  Recurrent  training. 

(a)  Each  air  carrier  shall  provide  the 
training  necessary  to  insure  the  con¬ 
tinued  (x>mpeten(%  of  each  crewmember 
and  each  person  engaged  in  operaticmal 
control  and  to  insure  that  each  has  ade¬ 
quate  knowledge  of,  and  familiarity  with, 
any  new  equipment  <x  new  procedures  to 
be  used  by  him. 


[Revision  note:  Based  (m  8  46J242] 

§  127.137  Blaintenance  personnel  duty 
time  limitation. 

Each  air  carrier  shall  relieve  each  in¬ 
dividual  performing  maintenance  or  pre¬ 
ventive  maintenance  from  duty  for  a 
period  of  at  least  24  consecutive  hours 
during  any  seven  conse<nitive  days,  or  the 
equivalent  thereof  witiiin  any  one 
month. 

[Revision  note:  Based  on  8  46.243] 

Subpart  J— Airman  and  Crewmember  §  127.1M  Initial  ground  training: 
Requirements  ^ 

c  a  aa  a  a  m  Esch  alT  caiTler  shall  provide  at  least 

S  127.141  Airmen:  limitauons  on  use  of  the  following  initial  ground  training  for 
services.  each  pilot  before  he  serves  as  a  pilot: 

No  air  carrier  may  use  a  person  as  an  (&)  Instruction  in  the  appropriate  pro- 
sinnan  unless  that  person  holds  an  ap-  visions  of  the  air  carrier’s  operations 
propriate  and  vnlid  airmnn  c.prtifk»a.tp  specifications  and  of  this  chapter  espe- 
sued  under  this  chapter  and  is  otherwise  dally  the  operating  and  flight  release 
qualified  for  the  operatiem  for  which  he  rules  and  helicopter  operating  Ibni- 
is  to  be  used.  tations. 

[Revision  note:  Based  on  8  46.260]  Operational  control  procedures 

*  and  appropriate  contents  of  the  manuals. 

§  127.143  CompoehicMi  of  flight  crew.  (c)  Duties  and  responsibilities  of  crew- 

<a)  No  air  (jarrier  may  operate  a  heli- 

copter  with  less  than  the  tninimuTTi  flight  The.  tsrpe  of  helicopter  to  be  flown, 

crew  specified  in  the  airw(»ihine88  cer-  including  a  study  of  the  helicopter,  en- 
tifleate  for  the  helicopter  and  required  gines,  major  (xunponents  and  systems, 
by  the  kind  of  operaticHi  being  conducted.  perf(«inance  limitations,  standard  and 
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<l>)  Each  air  carrier  shall,  at  intervals 
established  in  the  training  program,  but 
not  more  than  each  12  months,  check  the 
competence  of  each  crewmember  and 
each  person  engaged  in  operational  con* 
trol.  with  req?ect  to  procedures,  tech¬ 
niques.  and  information  essential  to  the 
satisfactory  performance  of  his  duties. 
If  the  check  of  a  pilot  in  c<xnmand  re¬ 
quires  actual  flight,  the  check  is  met  by 
a  check  made  under  S  127.177. 

(c)  The  apprcg>riate  instructor,  super¬ 
visor,  or  cheek  airman  shall  certify  as  to 
the  proficiency  shown,  and  that  certiflca- 
tion  becomes  a  part  of  the  person’s  rec¬ 
ord.  In  the  case  of  a  pilot  other  than 
a  pilot  in  command,  a  pilot  in  command 
may  make  that  certiflcation. 

[Revision  note:  Based  on  i  46.289] 

Subpart  L — Flight  Crewmember 
Qualification 

§  127.171  GeneraL 

(a)  No  air  carrier  may  use  a  flight 
crewmember  and  no  flight  oiawmember 
may  perform  duties  under  his  airman 
oertiflcate,  unless  he  meets  the  appro¬ 
priate  requirements  in  18 127.151  or 
127.161  and  127.175  through  127.181. 

(b)  When  a  pilot  completes  a  check 
required  by  this  subpart  the  che<±  air¬ 
man  who  is  responsible  for  the  particulstr 
check  shall  certify  that  the  pilot  is  pro¬ 
ficient.  This  certiflcation  shall  be  made 
a  part  of  the  pilot’s  record.  ' 

(Revision  note:  Based  on  f  46.900  (a)  (Ist 
sentence)  and  (b)  ] 

§  127.17S  IMlot  qaalification  t  certifi- 
cates  recpiired. 

(a)  No  pilot  may  act  as  pilot  in  com¬ 
mand  of  a  helicopter  unless  he  holds  an 
airline  transport  pilot  certificate  and  an 
appropriate  type  rating  for  that  heli¬ 
copter. 

(b)  Each  pilot  who  acts  as  a  pilot  in 
a  capacity  other  than  as  pilot  in  com¬ 
mand  must  hold  at  least  a  commercial 
pilot  certificate  and  a  helicopter  rating. 

[Revision  note:  Based  on  1 46.800  (less  1st 
sentence  of  (a)  and  less  (b) )  ]. 

§  127.175  Pilot  qualification:  recent  ex¬ 
perience. 

No  air  carrier  may  use  a  pilot  in 
scheduled  air  transportation  unless, 
within  the  preceding  90  days,  he  has 
made  at  least  three  takeoffs  and  three 
landings  in  a  helicopter  of  the  type  in 
which  he  is  to  serve.  At  least  two  of  the 
landings  must  have  been  from  an  ap¬ 
proach  with  simulated  one  engine  in- 
(H>erative  in  mulUengine  helicopters  or 
in  autorotation  in  single  engine  helicop¬ 
ters.  In  addition,  if  the  pilot  is  sched¬ 
uled  to  serve  in  air  transportation  at 
night,  at  least  one  of  the  two  simulated 
one-engine  inoperative  or  autorotative 
landings  must  have  been  made  at  night. 

[Revision  note:  Bcued  on  146.301] 
§127.177  PUot  checks. 

(a)  Line  check.  No  air  carrier  may 
use  a  pilot  as  pilot  in  command  imtil  he 
has  passed  a  line  check  in  one  of  the 
types  of  helicopters  that  he  is  to  fly. 
Thereafter  he  may  not  serve  as  a  i^ot 
in  cmnmand  unless  each  12  months  he 
passes  a. similar  line  check.  The  line 


check  may  be  given  at  any  time  during 
the  month  before  or  the  month  after  the 
month  in  which  it  is  due  without  affect¬ 
ing  its  effective  date.  The  check  must 
be  given  by  a  check  pilot  who  is  quahfled 
on  the  route.  Hie  check  must  consist 
of  at  least  one  scheduled  flight  between 
terminals  over  a  route  to  which  the  pilot 
is  normally  assigned.  The  check  pilot 
must  determine  whether  the  pilot  being 
checked  satisfactorily  performs  the 
duties  and  re^nsibilities  of  a  pilot  in 
command. 

(b)  Proficiency  check.  No  air  carrier 
may  use  a  pilot  as  a  pilot  in  command 
unless  he  h^  satisfactorily  shown  to  the 
Administrator  or  a  check  pilot  that  he 
is  able  to  pilot  and  navigate  helicopters 
that  he  is  to  fly.  Thereafter  he  may  not 
serve  as  a  pilot  in  command  unless  each 
six  months  he  passes  a  similar  pilot  pro¬ 
ficiency  check.  The  check  may  be  given 
at  any  time  during  the  month  before  or 
the  month  after  the  month  in  which  it 
is  due  without  affecting  its  effective  date. 
If  a  pilot  serves  in  more  than  one  heli- 
c(^ter  type,  the  check  must  be  given 
alternately  in  a  helicopter  of  each  type 
in  which  he  serves.  The'  proficiency 
check  must  include  the  following: 

(1)  Oral  equipment  test  covering  the 
subjects  tested  in  §  127.153(d),  accom¬ 
plished  in  the  carrier’s  ground  school  or 
during  a  proficiency  or  line  check. 

(2)  Approaches  and  landings  with 
simulated  one  engine  inoperative  in 
multiengine  helicopters,  or  autorotation 
in  single  engine  helicopters. 

(3)  Normal  takeoffs  and  landings. 

(4)  Crosswind  landings. 

(5)  Climbs. 

(6)  Climbing  turns. 

(7)  Steep  turns. 

(8)  Maneuvering  at  minimum  speeds. 

(9)  Rapid  descents  and  quick  st(^. 

(10)  A  review  of  the  emergency  proce¬ 
dures  listed  in  8  127.157. 

[RevlBion  note:  Based  on  S  46B02] 

§  127.179  Pilot  route  and  helip<Mt  qual¬ 
ification  requirements. 

(a)  No  air  carrier  may  use  a  pilot  as 
pilot  in  c(»nmand  until  he  has  qualified 
for  the  route  on  which  he  is  to  serve.  In 
accordance  with  paragraphs  (b)  through 

(d)  of  this  section,  and  the  appropriate 
Instructor  or  check  pilot  has  so  certified. 

(b)  Each  qualifsr^  pilot  shall  show 
that  he  has  adequate  knowledge  of  the 
following: 

(1)  Weather  characteristics. 

(2)  Navigation  faclliti^. 

(3)  Communication  procedures. 

(4)  Types  of  terrain  and  obstruction 
hazards. 

(5)  Minimum  safe  flight  levels. 

(6)  Position  reporting  points. 

(7)  Holding  procedures. 

(8)  Pertinent  ATC  procedures. 

(9)  Congested  areas,  obstructions, 
physical  layout,  and  approach  procedures 
for  each  heliport  ai^iroved  for  the  route. 

(c)  Each  pilot  in  command  must  have 
made  an  entry,  as  a  member  of  a  flight 
crew,  into  each  heliport  into  which  he  is 
to  fly.  The  entry  must  include  a  land¬ 
ing  and  takeoff  under  day  HVR  weather 
conditions  to  allow  him  to  observe  the 
heliport  and  surrounding  terrain,  and 
any  obstructions  to  landing  and  takeoff. 
The  qualifying  pilot  must  occupy  a  seat 


in  the  pilot  compartment  and  be  accom¬ 
panied  by  a  pilot  who  is  qualified  at  that 
heliport. 

(d)  Each  pilot  in  command  who  is  to 
be  qualified  for  night  passenger  opera¬ 
tions  must  be  qualified  in  accordance 
with  paragraphs  (b)  and  (c)  of  this  sec¬ 
tion.  In  addition,  he  must  have  made 
one  trip  over  the  route  at  night  with  a 
pilot  who  is  qualified  for  night  operations 
on  the  route. 

[Revision  note:  Based  cm  i  46A08] 

§  127.181  Maintenance  and  re-establish¬ 
ment  of  pilot  qualifications. 

(a)  To  maintain  pilot  route  and  heli¬ 
port  qualifications,  each  pilot  in  com¬ 
mand  must,  within  the  preceding  90  days, 
have  made  at  least  one  trip  as  pilot  or 
other  membec  of  a  flight  crew  between 
terminals  into  which  he  is  scheduled  to 
fly.  To  maintain  those  qualifications  for 
night  operations  this  trip  must  be  made 
during  daylight. 

(b)  To  re-establish  pilot  route  and 
heliport  qualifications  after  absence  from 
a  route  or  a  heliport  on  that  route  for 
more  than  90  days,  the  pilot  must  comply 
with  8  127.179. 

(Revision  note:  Based  on  i  46A04] 

Subpart  M — Flight  Time  Limitations 
§  127.191  General. 

(a)  No  air  carrier  may  schedule  any 
flight  crewmembers  for  duty  aloft  in 
scheduled  air  transportation  or  in  other 
commercial  flying,  if  his  total  flight 
time  in  all  commercial  flsdng  would  be 
more  than — 

(1)  1000  hours  in  any  year; 

(2)  100  hours  in  any  month;  or 

(3)  30  hours  in  any  seven  consecutive 
days. 

(b)  No  -air  carrier  may  schedule  a 
flight  crewmember  for  duty  aloft  for 
more  than  eight  hours  during  any  24 
consecutive  hours  unless  he  is  given  an 
intervening  rest  period  at  or  before  the 
end  of  the  eight  scheduled  hours  aloft. 
The  rest  period  must  be'  at  least  twice  the 
niunber  of  hours  of  duty  aloft  since  the 
preceding  rest  period,  but  not  less  than 
eight  hours. 

(c)  A  flteht  crewmember  who  has  been 
on  dutir  aloft  for  more  than  eight  hours 
hi  any  24  consecutive  hours  must,  upon 
ccMnpleting  his  assigned  flight  or  series  of 
flights,  be  given  at  least  16  hours  of  rest 
before  being  assigned  any  further  duty 
with  the  air  carrier. 

(d)  Each  air  carrier  shall  relieve  each 
flight  crewmember  enge«ed  in  scheduled 
air  transportation  from  all  duty  for  at 
least  24  consecutive  hours  at  least  once 
during  any  seven  consecutive  days. 

(e)  No  air  carrier  may  assign  a  flight 
c)*ewmember  to  any  duty  with  it  during 
a  rest  period  prescribed  in  this  section. 

(f)  A  flight  crewmember  is  not  con¬ 
sidered  to  be  scheduled  for  duty  in  ex¬ 
cess  of  any  limitation  in  this  section,  if 
the  flights  to  which  he  is  assigned  are 
scheduled  and  normally  terminate 
within  those  limitations,  but  due  to 
exig^des  beyond  the  air  carrier’s  con¬ 
trol  (such  as  adverse  weather  conditions) 
are  not  at  the  time  of  departure  expected 
to  reach  their  destination  within  the 
scheduled  time. 

[Revision  note:  Based  on  I  46.320] 
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Subpart  N — Flight  Oporations 
§  127.201  Operational  ctmtroL 

(a)  Each  air  carrier  is  responsible  for 
(^rational  control. 

(b)  Each  air  carrier  is  reGq;>onsUde 
for— 

(1)  The  exercise  of  necessary  author-, 
ity  for  the  initiation,  continuation,  di¬ 
version.  or  termination  of  a  flight;  and 

(2)  Monitoring  the  progress  of  each 
flight  and  providing  the  pilot  with  all 
Information  necessary  for  the  safety  of 
the  flight.  * 

(c)  Each  pilot  in  c<»nmand  of  a  heli¬ 
copter  is,  during  flight  time,  in  command 
of  the  h^C(K>ter  and  crew  and  is  re^n- 
sible  for  the  safety  of  the  passeigers, 
crewmembers,  cargo,  and  aircraft. 

(d)  Each  pilot  in  command  of  a  heli- 
cc^ter  is  responsible  for  the  preflight 
planning  and  the  (^ration  of  the  flight 
in  comifliance  with  this  chapter  and  the 
operations  speciflcations. 

[Revision  note:  Based  on  I  46.361] 

§  127.203  Operations  notices. 

Each  air  carrier  shall  notify  its  ex¬ 
propriate  operations  personnel  of  each 
change  in  equipment  and  operating  pro¬ 
cedures.  including  each  known  change 
in  the  use  of  navigation  aids,  heliports. 
ATC  procedures  and  regulations,  local 
airport  traffic  control  rules,  and  known 
hazards  to  flight,  including  icing  and 
other  potentially  hazardous  meteorologi¬ 
cal  conditions  and  irregularities  in 
ground  and  navigation  facilities. 

[Revision  note:  Based  on  S  46.852] 

§  127.205  Operations  schedules. 

In  establishing  flight  operations  sched¬ 
ules,  each  air  carrier  shall  allow  enough 
time  for  the  proper  servicing  of  heli¬ 
copters  with  fuel  and  oU  at  intermediate 
stops.  In  addition,  it  shall  consider  the 
prevailing  winds  along  the  particular 
route  and  the  cruising  speed  of  the  type 
of  helicopter  to  be  flown,  and  that  spe^ 
may  not  be  more  than  that  achieved  with 
the  engines  operating  at  specifled  cruis¬ 
ing  power. 

[Revision  note:  Based  on  §  46.353] 

§  127.207  Flight  crewmembers  at  con¬ 
trols* 

Each  required  flight  crewmember  on- 
flight  deck  duty  shall  remain  at  his  sta¬ 
tion  while  the  helicopter  is  taking  off  or 
landing,  and  while,  it  is  en  route  except 
when  the  absence  of  one  member  is  nec¬ 
essary  for  performing  his  duties  in  con¬ 
nection  with  operating  the  helicopter. 
Each  flight  crewmember  shall  ke^  his 
seat  belt  fastened  when  at  his  station.  . 
[Revision  note:  Based  on  {  46.364] 

§  127.209  Manipulation  of  cmitrols. 

No  person  may  manipulate  the  fliidit 
controls  of  a  helicopter  during  flight  un¬ 
less  he  is— 

(a)  A  qualifled  pilot  employed  by  the 
air  carrier  operating  that  heliccxter; 

(b)  An  authorized' pilot  safety  repre¬ 
sentative  of  the  Administrator  or  of  the 
Civil  Aeronautics  Board  who  has  the 
permission  of  the  pilot  in  ctHnmand,  is 
Qualified  in  the  helicopter,  and  Is  chedc- 
Ing  flight  operations;  or 
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Cc>  A  pilot  einplosred  by  another  air 
carrier  who  has  the  permission  of  the 
pilot  in  command,  is  qualifled  in  the 
helicopter,  and  is  authorized  by  the  car¬ 
rier  operating  the  helicopter. 

[Revision  note:  Based  on  i  46.355] 

§  127.211  Admission  to  flight  deck. 

(a)  No  person  may  admit,  any  person 
to  the  flight  deck  of  a  helicopter  unless 
the  person  being  admitted  is — 

(1)  A  crewmember; 

(2)  An  FAA  air  carrier  inspector,  or 
an  authorized  representative  of  the  Civil 
Aeronautics  Board,  who  is  performhig 
official  duties; 

(3)  An  employee  of  the  United  States, 
an  air  carrier,  or  an  aeronautical  enter¬ 
prise  who  has  the  permission  of  the  pilot 
in  command  and  whose  duties  are  such 
that  admission  to  the  flight  deck  is  nec¬ 
essary  or  advantageous  for  safe  opera¬ 
tions;  or 

(4)  Any  person  who  has  the  permis¬ 
sion  of  the  pilot  in  command  and  is 
specifically  authorized  by  the  air  carrier 
management  and  by  the  Administrator. 
Subparagraph  (2)  of  this  paragraidi 
does  not  limit  the  emergency  authority 
of  the  pilot  in  command  to  exclude  any 
person  from  the  flight  deck  in  the  in¬ 
terests  of  safety. 

(b)  For  the  purposes  of  paragraph 

(a)  (3)  of  this  section,  employees  of  the 
United  States  who  deal  responsibly  with 
matters  relating  to  safety  and  employees 
of  the  air  carrier  whose  efficiency  would 
be  increased  by  familiarity  with  flight 
conditions,  may  be  admitted  by  the  car¬ 
rier  or  operator.  However,  the  carrier 
may  not  admit  employees  of  traffic, 
sales,  or  other  diepartments  that  are  not 
directly  related  to  flight  operations,  im- 
less  they  are  eligible  under  paragraph 
(a)  (4)  of  this  sectioiL 

(c)  No  person  may  admit  any  person 
to  the  flight  deck  unless  there  is  a  seat 
available  for  the  use  of  the  person  ad¬ 
mitted  in  the  passenger  compartment, 
except — 

*  (1)  An  FAA  air  carrier  inspector  mr 
an  authorized  representative  of  the  Ad¬ 
ministrator  or  Civil  Aeronautics  Board 
who  is  checking  or  observing  flight 
operations; 

(2)  An  air  traffic  controller  who  is 
authorized  by  the  Administrator  to  ob¬ 
serve  ATC  procedures; 

(3)  A  certificated  airman  employed 
by  the  operator  whose  duties  require  an 
airman's  certificate ; 

(4)  A  certificated  airman  employed  by 
another  air  carrier  whose  duties  with 
that  carrier  require  an  airman’s  certifi¬ 
cate  and  who  is  authorized  by  the  carrier 
cxerating  the  helicopter  to  make  specific 

»  trips  over  a  route; 

(5)  An  employee  of  the  air  carrier 
(derating  the  helicopter  whose  duty  is 
directly  related  to  the  conduct  or  plan¬ 
ning  of  flight  operations,  in-flight  moni¬ 
toring  of  aircraft  equipment,  or  (derat¬ 
ing  procedures,  if  his  presence  on  the 
flight  deck  is  ne<»ssary  to  perform  his 
duties  and  he  has  been  authorized  in 
writing  by  a  responsible  supervisor, 
listed  in  the  operations  manual  as  having 
that  authority;  and 

(6)  A  technical  representative  of  the 
manufacturer  of  the  helicopter  or  its 


<K>mpon«it8  whose  duties  are  directly  re¬ 
lated  to  the  in-flight  monitoring  of  air¬ 
craft  equipment  or  operating  procedures 
if  his  iH^sence  on  the  flight  deck  is  nec¬ 
essary  to  perform  his  duties,  and  he 
has  been  authorized  in  writing  by  the 
Administrator  and  by  a  responsible  st|- 
pervlsor  of  the  operations  department  of 
the  air  carrier  listed  in  the  operations 
manual  as  having  that  authoritir. 
[Revision  note:  Based  on  i  46.366] 

§  127.213  Use  of  cockpit  check  proce¬ 
dure. 

The  flight  crew  shall  use  the  (x>ckplt 
check  procedure  for  each  procedure  listed 
in  §  127.113. 

[Revision  note:  Based  on  §  46657] 

§  127.215  Flying  equipment. 

(a)  The  pilot  in  (KHnmand  shall  insure 
that  appropriate  aeronautical  charts  con¬ 
taining  adequate  information  concerning 
navigation  aids  and  instrument  ap¬ 
proach  procedures  are  abroad  the  heli¬ 
copter  for  each  gight. 

(b)  The  pilot  in  command  shall  insure 
that  each  crewmember,  on  each  flight  at 
night,  has  readily  avs^ble  f(n:  his  use 
a  flashlight  that  is  in  good  working  order. 

[Revision  note:  Based  on  i  46658] 

§  127.217  Restriction  or  suspension  of 
operation. 

When  an  air  carrier  knows  of  condi¬ 
tions,  including  heliport  conditions,  that 
are  a  hazard  to  safe  operations,  it  shall 
restrict  or  suspend  operations  until  those 
conditions  are  corrected. 

[Revision  note:  Based  on  i  46.359] 

§  127.219  Emei^racies. 

(a)  In  ah  emergency  situation  that  ve- 
quires  immediate  decision  and  action,  tha 
pilot  in  command  may  take  any  action 
tluit  he  considers  necessary  imder  the 
circumstances.  In  such  a  case,  he  may 
deviate  from  prescribed  <H>erations  pro¬ 
cedures  and  methods,  weather  mlnl- 
mums,  and  this  chapter,  to  the  detent 
required  in  the  interests  of  safety. 

Cb)  Whenever  emergency  authority  is 
exercised  by  the  pilot  in  command,  he 
shall  keep  the  air  carrier  fully  Informed 
of  the  progress  of  the  flight.  The  per¬ 
son  declaring  the  emergency  shall  send 
a  written  report  of  any  deviation,  through 
the  operator’s  director  of  operations,  to 
the  Administi*ator  within  10  days  after 
the  flight  is  compl^^ed. 

(c)  No  pilot  in  (X)mmand  may  deviate 
from  an  authorized  route,  except  in 
accordance  with  ATC  instructions  Issued 
by  a  (x>ntrol  tower  or  <^nter  or  when 
circumstances  make  the  deviation  neces¬ 
sary  in  the  interests  of  safety.  In  the 
($ase  of  a  deviation  based  on  miety  that 
is  more  than  10  miles  off  the  authorized 
route,  the  pilot  shall  make  a  written 
report  to  the  Administrator  within  10 
days  after  the  deviation. 

[Revision  note:  Based  on  S  46660] 

§  127.221  Retorting  potenduUy  hazard¬ 
ous  meteorological  conditions  and 
irregularities  of  ground  and  naviga¬ 
tion  facilities. 

(a)  Whenever  he  encounters,  in  flight, 
a  meteorological  condition  or  an  irregu- 
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Iftrity  tn  a  ground  or  naTlgattoml  facility, 
the  knowledge  oi  wfakh  he  conaiden 
esaential  to  the  aafetj  oi  otlMr  lUiditB, 
the  pilot  in  comnwnd  shah  noti^  an 
i4>pr(9riate  ground  radio  station  as  soon 
as  practicable. 

.  (b>  The  ground  radio  station  that  Is 
notified  under  paragnu>h  (a)  of  this  sec- 
tkm.  shall  report  the  information  to  the 
appr(q;nlate  agencr  of  the  United  States. 

[Revision  note;  Bated  on  i  46.361] 

§  127.223  Reportiag  mediankal  iireg* 
nlarities.  ^ 

The  pilot  in  oommand  shall  ent»  or 
have  ortered  in  the  maintenance  log  of 
the  helicopter  each  mechanical  irregu¬ 
larity  met  during  flight  time.  Before 
each  flight,  he  shall  ascertain  the  status 
of  each  irregularity  entered  in  the  log 
at  the  Old  of  the  preceding  flight. 

[R8Tlsi<xi  note;  Baaed  on  |  46B63] 

§  127.225  Weather  minimnms. 

No  person  may  start  a  flight,  continue 
en  route,  or  land  at  a  destination  airport 
except  in  accordance  v^th  the-  weather 
rcQulrunaits  in  the  air  curler’s  opera¬ 
tions  specdficaticms. 

[Rerlskm  note:  Based  on  I  46S64] 

Subpait  O — Fnght  Release  Rules 
§  127.231  FUiht  release. 

No  person  may  start  a  flight  unl^  the 
pilot  in  command  has  executed  a  flight 
release  form  setting  forth  the  conditions 
under  which  the  flight  will  be  conducted 
and  certifsrlng  that  it  will  be  conducted 
in  accordance  with  this  chapter  and  the 
air  carrier's  operating  specifications.  If 
the  flight  originates  at  a  place  other  than 
the  normal  operating  base,  the  form  may 
bd  executed  orally  to  the  (^)eration  con¬ 
trol  center,  and  be  made  a  matter 
record.  A  flight  that  stays  at  an  inter- 
^  mediate  heliport  for  more  than  60  min¬ 
utes  requires  a  new  flight  release. 

(Bsvlsioxi  note:  Based  on  S  46.381] 

§  127.233  Fansiliarity  with  weather  cmt- 
ditioas. 

No  pilot  in  command  may  execute  a 
fUght  release  unless  he  is  thoroughly 
familiar  with  existing  and  anticipated 
weather  conditions  along  the  route  to  be 
flown. 

[Bevislaa  note:  Baaed  on  i  46A82] 

§  127.235  Facflities  and  services. 

(a)  Before  beginning  a  flight,  the 
operational  control  c^ter  shall  furnish 
to  the  pilot  in  command  all  available  cur¬ 
rent  reports  or  information  on  heliport 
conditions  and  irregularities  of  naviga¬ 
tion  facilities  that  may  affect  the  safety 
of  the  flight. 

(b)  During  a  flight,  the  operational 
control  center  shall  furnish  the  pilot  any 
additional  information  of  meteorological 
conditions  and  irregiilariUes  of  facilities 
and  services  that  may  affect  the  safety 
of  the  flight. 

[Revision  note:  Based  on  S  46B83] 

§  127.237  Helici^plcr  eqaiinnent. 

No  person  may  release  a  helicopter  for 
operation  unless  it  is  airworthy  and  is 
equipped  as  prescribed  in  1 127.101. 
[Revision  note:  Based  on  I  46X84] 


1 127.239  GMnnnniicatiM&  sad  naviga- 
tkm  facUidea. 

No  person  may  release  a  helicopter  for 
flight  over  any  route  or  route  segment 
unless  the  ccnnmunlcatlon  and  naviga¬ 
tion  facilities  required  by  §  127.47  are  in 
satisfactory  (q;)erating  condition. 

[Revision  note:  Based  on  i  46X85] 

§127.241  ‘flight  release  under  HVR. 

No  person  may  release  a  helicopter  for 
HVR  operation  unless  the  ceiling  ahd 
visibility  en  route,  as  Indicated  by  appro¬ 
priate  weather  reports  or  forecasts,  or 
any  combination  thereof,  are  and  will 
remain  at  or  above  HVR  mlnimums  until 
the  heliccH^ter  arrives  at  the  hdiport  or 
heliports  of  intended  landing  specified 
in  the  flight  release. 

[Revision  note:  Based  on  i  46X86] 

§  127.243  HIR  operations. 

The  Administrator  may  authorize  an 
air  carrier  to  conduct  HIR  operations  if 
upon  its  application,  he  finds  that  the 
helicopter  is  pn^rly  certificated  for  in¬ 
strument  flight  and  the  pilots  are  ca¬ 
pable  of  instrument  flight  in  helicopters. 
If  the  authority  Is  granted,  complete 
procedures  are  specifled  in  the  carrier’s 
operations  specifleations. 

[Revision  note:  Based  on  S  46X87] 

§  127.245  Yisnal  ground  reference  re¬ 
quirements. 

Exc^  when  authorized  under 
§  127.243,  no  air  carrier  may  («>erate  a 
heUc<g)ter  unless  meteorological  condi¬ 
tions  allow  enough  visual  groimd  ref^- 
ence  for  proper  control  of  the  helicopter, 
or  unless,  at  night,  there  are  ample 
ground  referoice  lights  available  for  the 
purpose. 

[Revision  note:  Based  on  |  46.388] 

§  127.247  Continuing  fli^t  in  unsafe 
ctmditkms. 

(a)  If.  in  the  opinion  of  the  pilot  ip 
command,  or  the  air  carrier,  a  flight  can¬ 
not  be  completed  safely,  the  pilot  in  com¬ 
mand  may  not  allow  the  flight  to  con¬ 
tinue  toward  any  heliport  to  which  it 
was  released,  \mless.  in  his  opinion  there 
is  no  safer  procedure.  In  that  event, 
continuation  toward  that  heliport  is  an 
emergency  situatioii  set  forth  in 
§  127.219. 

(b)  If  any  item  of  equhiment  required 
imder  this  chapter  for  the  particular  op¬ 
eration  becomes  inoperative  en  route, 
the  pilot  in  command  shall  comply  with 
the  approved  procedures  for  such  an  oc¬ 
currence  sp>ecified  in  the  air  carrier  man¬ 
ual.  The  Administrator  may  authorize 
procedures  in  the  air  carrier  manual  for 
continued  operation  beyond  a  scheduled 
terminal  if  he  flnds,  under  ^e  6ircum- 
stances,  literal  compliance  with  this  par¬ 
agraph  is  not  necessary  in  the  interests 
of  safety. 

[Revisloii  note:  Based  on  |  46.301] 

§  127.249  Operation  in  icing  conditions. 

(a)  No  persmi  may  release  a  helicop¬ 
ter,  continue  to  operate  a  h^cc^ter  en 
route,  or  land  a  heliot^iiter  if,  in  the  oi^- 
km  of  the  pilot  in  command,  or  the  air 


carrier.  Icing  conditions  are  expected  or 
met  that  might  adversely  affect  the  safe¬ 
ty  of  the 

(b)  No  person  may  takeoff  a  helicop¬ 
ter  when  frost,  snow,  or  ice  is  adhering 
to  its  rotors,  ccmtrol  surfaces,  or  other 
movable  parts. 

[Bevlslcm  note:  Based  on  f  48X02] 

§  127JZ51  Release  and  continuance  of 
flii^it. 

(a)  A  hdiport  that  is  qieclfled  as  the 
intended  destination  may  be  changed  en 
route  to  another  heliport  if  the  original 
flight  release  is  amended. 

(b)  If  the  flight  release  is  amended 
while  the  helit<^>ter  Is  en  route,  the  air 
Carrie  shall  make  the  amendment  a 
matter  of  record. 

[Revialon  note:  Based  cm  I  48X08] 

§  127.253  Fuel  supply  for  HVR  opera¬ 
tions. 

No  person  may  release  a  helicopter  for 
HVR  flight  unless  it  carries  enough 
fuel — 

(a)  To  Hy  to  the  heliport  to  which 
released;  aiid 

(b)  •  Thereafter,  to  fly  at  least  20  min¬ 
utes  at  normal  cruising  consxunption. 
[Revision  note:  Based  on  f  46XM] 

§  127.255  Factors  in  eonqtuting  re¬ 
quired  fucL 

In  cennputing  required  fuel,  the  air  car¬ 
rier  shall  consider  the  wind  and  other 
weather  conditions  fcnecast,  traffic  de¬ 
lays  anticipated,  and  any  other  condi¬ 
tions  that  might  delay  the  landing.  Re¬ 
quired  fuel  Is  in  addition  to  unusable 
fuel. 

[Bevlsicm  note:  Based  cm  I  46X07] 

§127.257  Takeoff  and  landing  mini- 
mams;  HVR. 

Regardless  of  any  clearance  from 
ATC,  no  person  may  takeoff  a  helicopter 
or  land  it  under  HVR  if  the  reported  ceil¬ 
ing  or  ground  visibility  is  less  than  that 
specifled  in  the  air  carrier’s  (derations 
:^>eclflcations. 

[Revision  note:  Based  on  i  48.405] 

§  127.259  Minimum  flight  altitudes. 

The  Administrator  prescribes  mini¬ 
mum  flight  altitudes  in  the  interests  of 
safety  for  any  route  or  route  segment. 
IB  establishing  them  he  considers  the 
character  of  the  terrain  to  be  traversed, 
the  tsrpe  of  helicopter,  the  availability  of 
suitable  emergency  landing  areas,  the 
quality  and  quantity  of  meteorological 
service,  the  navigational  facilities 
available,  and  other  pertinent  flight 
Conditions. 

•  [Revision  note:  Based  on  §  46.408] 

§  127.261  Preparation  of  Icmd  manifest. 

Eaeh  air  carrier  is  responsible  for  the 
preparation  and  accuracy  of  a  load  man¬ 
ifest  form  before  each  takeoff.  The  form 
murt  iMrepared  for  each  flight  by  em¬ 
ployees  oi  the  air  carrier  who  have  the 
duty  of  supervising  the  loading  of  heli- 
(iopters  and  preparing  the  load  manifest 
forms  or  by  otiher  qualifled  persons  au- 
thmtized  by  the  carrier. 

[RevlBlon  note:  Baaed  on  1 46.413] 
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Subpart  P — Records  and  Reports 
§  127.301  Crewmember  record*. 

Each  air  carrier  suall — 

(a)  Maintain  a  current  record  of  each 
crewmember  showing  whether  he  com* 
plies  with  this  chapter  (e.g.  proficiency 
and  route  checks  helicopter  and  route 
qualifications,  training,  physical  exami¬ 
nation,  and  fli^t  time  records) ;  and 

(b)  Record  each  action  taken  con¬ 
cerning  the  release  from  employment  or 
the  physical  or  professional  disqualifica¬ 
tion  of  apy  flight  crewmember.  The  air 
carrier  shall  keep  each  record  made  un¬ 
der  this  section  for  a  period  of  at  least 
three  months. 

(ReviBion  note:  Based  on  i  46.601] 

§  127.303  Flight  release  form. 

(a)  The  flight  release  may  be  in  any 
form  but  must  cmitain  at  least  the  fol¬ 
lowing  information  concerning  each 
flight: 

(1)  The  registration  number  of  the 
helicopter  being  used. 

(2)  Flight  or  trip  number. 

(3)  Departure  heliport,  destination 
heliports,  and  routes  to  be  followed. 

(4)  Minimum  fuel  supply. 

(5)  Date  and  time  of  release. 

(6)  Kind  of  operation  (e.g.  HVR,  day, 
night,  etc.). 

(b)  A  flight  release  executed  orally 
under  S  127.231  must  be  recorded. 
[Revision  note:  Based  on  S  46.503] 

§  127.305  Load  manifest. 

(a)  The  load  manifest  must  contain 
the  following  information  concerning  the 
loading  of  the  helicopter  at  takeoflT  time: 

(1)  Ihe  weight  of  the  helicopter,  fuel 
and  oil.  cargo  and  baggs^e,  and  pas¬ 
sengers. 

(2)  The  maximum  allowable  weight 
.for  that  flight. 

(3)  The  total  weight  computed  in  ac¬ 
cordance  with  approved  procedures.  • 

(4)  Evidence  that  the  helicopter  is 
loaded  in  accordance  with  an  approved 
schedule  that  insures  that  the  center  of 
gravity  is  within  approved  limits. 

(5)  The  time  and  date  of  preparation, 
registration  of  the  helicopter,  and  trip 
number. 

(b)  Qualified  personnel  of  the  air  car¬ 
rier  who  supervise  the  loading  of  the 
helicopter  and  preparation  of  load  mani¬ 
fest  forms,  or  other  qualified  personnel 
authorized  by  the  air  carrier,  shall  pre¬ 
pare  and  sign  the  load  manifest  for  each 
flight. 

(Revision  note:  Based  on  S  46.504] 

§  127.307  ^  Disposition  of  Toad  manifest 
and  flight  release. 

j  (a)  The  pilot  in  command  of  a  heli¬ 
copter  shall  carry  in  the  helicopter  to  its 
destination,  copies  of  the  completed  load 
manifest  (or  information  from  it  except 
J^th  respect  to  cargo  and  passenger  dis¬ 
tribution)  and  the  flight  release. 

(b)  The  air  carrier  shall  keep  copies 
of  the  records  required  by  this  section  for 
at  least  60  days. 

[Revision  note:  Based  on  §  46.505] 

§  127.309  Maintenance  records. 

Each  air  carrier  shall  keep,  at  its 
principal  maintenance  base,  current  rec¬ 


ords  for  its  helicopters  of  total  time  in 
service,  time  since  last  overhaul,  and 
time  since  last  inspection,  for  each  major 
componmit  of  each  airframe,  engine,  ro¬ 
tor,  and,  where  practicable,  appliances. 

(b)  An  air  carrier  may  discontinue 
total  time  in  service  records  If  it  shows 
that  the  service  life  of  cmnponent  parts 
is  safely  controlled  by  other  means  such 
as  inspection,  overhaul,  or  parts  retire¬ 
ment  procedures.  The  Administrator 
may  require  the  keeping  of  total  time  in 
service  records  for  a  part  when  he  finds 
that  other  procedures  will  not  safely 
limit  the  service  life  of  that  part. 

(c)  A  helicopter  part,  engine,  rotor, 
or  appliance  for  which  complete  records 
required  by  this  section  are  not  available 
may  be  placed  in  service  if — 

(1)  It  is  of  a  type  for  which  total  time 
in  service  records  are  not  required  by 
paragraph  (b)  of  this  section; 

(2)  In  the  case  of  a  part  that  the 
Administrator  or  manufacturer  limits 
to  a  specific  total  time  in  service,  that 
part  is  retired  and  replaced  by  a  new 
part;  or 

(3)  It  has  been  properly  overhauled  or 
rebuilt  and  the  overhaul  or  rebuilding 
is  recorded  in  the  maintenance  records. 
[Revision  note:  Based  on  §  46.506] 

§  125.311  Maintenance  log. 

(a)  Each  person  who  takes  action  in 
the  case  of  a  reported  or  observed  failure 
or  malfunction  of  an  airframe,  engine, 
rotor,  or  appliance  that  is  critical  to  the 
safety  of  flight  shall  make,  or  have  made, 
a  record  of  that  action  in  the  helicopter’s 
maintenance  log. 

(b)  Each  air  carrier  shall  have  an  ap¬ 
proved  procedure  for  keeping  an  ade¬ 
quate  number  of  copies  of  the  record  re¬ 
quired  in  paragraph  (a)  of  this  section 
in  the  helicopter  in  a  place  readily  ac¬ 
cessible  to  each  flight  crewmember  and 
shall  put  that  procedure  in  the  air  car¬ 
rier  manual. 

(c)  The  maintenance  log  must  con¬ 
tain  information  from  which  the  flight 
crew  may  determine  the  time  since  the 
last  overhaul  of  the  airframe  and  en¬ 
gine  or  engines. 

[Revision  note:  Based  on  §  46.507] 

§  127.313  Mechanical  reliability  rep<H:t8. 

—  (a)  -Each  air  carrier  shall  report  the 
occurrence  or  detection  of  each  failure, 
malfimction,  or  detect  concerning — 

(1)  Fires  during  flight  and  whether 
the  related  fire-warning  system  func¬ 
tioned  properly; 

(2)  Fires  during  flight  and  whether 
the  related  fire-warning  system  did  not 
function  properly; 

(3)  Fires  during  flight  not  protected 
by  a  related  fire- warning  system; 

(4)  False  fire  wamii^  during  flight; 

(5)  An  engine  exhaust  system  that 
causes  damage  during  flight  to  the  en¬ 
gine,  adjacent  structure,  equipment,  or 
components; 

(6)  A  helicopter  component  that 
causes  accumulation  or  circulation  of 
smoke,  vapor,  or  toxic  or  noxious  fumes 
in  the  crew  compartment  or  cabin  dur>w 
ing  flight; 

(7)  Engine  shutdown  during  flight  be¬ 
cause  of  flameout; 


(8)  Engine  shutdown  during  flight 
when  external  damage  to  the  engine  or 
h^copter  structure  occurs; 

(9)  Engine  shutdown  during  flight 
due  to  foreign  object  ingestion  or  icing; 

(10)  A  fuel  system  that  affects  fuel 
flow  or  causes  hazardous  le^agQ  during 
flight; 

(11)  A  helicopter  structure  that  re¬ 
quires  major  repair; 

(12)  Cracks,  perman^t  deformation, 
or  corrosion  of  helicopter  structmes,  if 
more  than  the  maximum  acceptable  to 
the  manufacturer  or  the  FAA; 

(13)  Helicopter  components  or  sys¬ 
tems  that  result  in  taking  emergency 
actions  during  flight  (except  action  to 
shutdown  an  engine) ;  smd 

(14)  Main  rotor  or  auxiliary  rotor 
system. 

(b)  For  the  purpose  of  this  section 
“during  flight”  means  the  period  from 
the  moment  the  helicopter  leaves  the 
surface  of  the  earth  or  takeoff  until  it 
touches  down  on  landing. 

(c)  In  addition  to  the  reports  re¬ 
quired  by  paragraph  (a)  of  this  section, 
each  air  carrier  shall  report  any  other 
failure,  malfunction,  or  defect  in  a  heli¬ 
copter  or  component  that  occurs  or  is  de¬ 
tected  at  any  time  if,  in  the  air  carrier’s 
opinion,  that  failure,  malfimction,  or 
defect  has  endangered  or  may  endanger 
the  safe  operation  of  the  helicopter. 

(d)  Each  air  carrier  shall  send  each 
report  required  by  this  section,  in  writ¬ 
ing,  covering  each  24-hour  period  begin¬ 
ning  at  0900  hours  local  time  of  each 
day  and  ending  at  0900  hours  local  time 
on  the  next  day,  to  the  FAA  mainte¬ 
nance  inspector  assigned  to  its  opera¬ 
tions.  The  report  must  be  delivered  to 
him  by  0900  hours  Jocal  time  on  the  fol¬ 
lowing  day.  However,  a  report  that  is 
due  on  Saturday  or  Sunday  may  be  de¬ 
livered  on  the  following  Monday  and 
one  that  is  due  on  a  legsd  holiday  may 
be  delivered  on  the  next  workday. 

(e)  The  air  carrier  shall  transmit  the 
reports  required  by  this  section  in  a  man¬ 
ner  and  on  a  form  that  is  convenient  to 
its  system  of  communication  and  pro¬ 
cedure,  and  shall  Include  in  the  flrst 
daily  report  as  much  of  the  following 
as  is  available: 

(1)  Type  and  identification  number 
of  the  helicopter. 

(2)  The  name  of  the  carrier. 

(3)  The  date,  flight  number,  and 
stage  during  which  the  incident  occurred 
(e.g.  preflight,  takeoff,  climb,  cruise,  de¬ 
scent,  landing,  and  inspection) . 

(4)  The  emergency  procedure  effected 
(e.g.  unscheduled  landing  and  emer¬ 
gency  descent) . 

(5)  The  nature  of  the  failure,  mal¬ 
function,  or  defect. 

(6)  Identification  of  the  part  and 
system  involved,  including  available  in¬ 
formation  pertaining  to  type  designa¬ 
tion  of  the  major  component  and  time 
since  overhaul. 

(7)  Apparent  cause  of  the  failure, 
malfunction,  or  defect  (e.g.  wear,  crack, 
design  deficiency,  or  personal  error) . 

(8)  Whether  the  part  was  repaired, 
replaced,  sent  to  the  manufacturer,  or 
other  action  taken. 

(9)  Whether  the  helicc^ter  was 
grounded. 
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(10)  Other  inTormation  necessary  for 
more  complete  identification,  determi¬ 
nation  of  seriousness,  or  corrective 
action. 

(f>  Failures,  malfunctions,  or  defects 
reported  under  the  accident  reporting 
provisions  of  Part  320  cd  the  regulations 
of  the  Civil  Aeronautics  Board  need  not 
be  reported  under  this  section. 

(g)  No  person  may  withhold  a  report 
required  by  this  section  even  though  all 
Information  required  in  this  sectUm  is 
not  available. 

(h)  When  an  air  carrier  gets  addi¬ 
tional  informaticm,  including  informa¬ 
tion  from  the  manufacturer  or  other 
agency,  concerning  a  report  required  by 
this  section,  it  shall  expeditiously  sub¬ 
mit  it  as  a  supplem^t  to  the  first  re¬ 
port  and  reference  the  date  and  place 
of  submission  of  the  first  report. 

(ReTision  note:  Baaed  on  I4S.608] 

§  127.315  Mechanical  interraption  sum* 
marjr  report. 

Each  air  carrier  shall  regularly  and 
promptly  send  a  summary  report  on  the 
following  occurrences  to  the  Admin¬ 
istrator: 

(a)  Each  interruption  to  a  scheduled 
flight,  unscheduled  changes  of  helicop¬ 
ters  en  route,  or  unscheduled  stop  or  di¬ 
version  from  a  route,  caused  by  known  or 
supected  mechanical  difficulties  or  mal¬ 
functions  that  are  not  required  to  be 
reported  under  S  127.313. 

(b)  The  number  of  engines  removed 
prematurely  because  of  malfunction, 
failure,  or  defect,  listed^ by  make  and 
modd  and  the  helicopter' type  in  which 
it  was  installed. 

(BevMoii  note:  Based  on  f  46.500] 

§  127.317  Alteration  and  repair  reports. 

Each  air  carrier  shall,  pixunptly  upon 
its  completion,  prepare  a  report  of  each 
major  alteration  or  major  repair  of  an 
airframe,  engine,  rotor,  or  appliance,  of 
a  helicopter  operated  by  it.  It  shall 
prmnptly  make  a  copy  of  the  report 
available  to  the  Administrator. 

[Revision  note:  Based  on  S  46.510] 

§  127.319  Maintenance  release. 

(a)  When  a  maintenance  mganiza- 
tion  releases  a  helicopter  to  flight  op¬ 
erations,  a  maintenance  inspector  or  a 


person  authorized  by  the  inspection  or¬ 
ganization  of  the  opoator  shall  pr^jiare 
and  sign  a  maintenance  rdease  certify¬ 
ing  that  the  hdioopter  is  airworthy. 

(b)  If  a  maintenance  release  form  is 
used,  the  air  carri^  shall  give  a  capj  to 
the  pilot  in  command  and  shall  keep  an 
appropriate  record  for  at  least  60  days. 

[RevisICNi  note:  Biwed  on  146611] 
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